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North Wind

Soil Boring Log: 0540-01

(Page 1 of 2)

Date :09-27-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 540 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698799.096 E 756509.040 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
[} 0 o a
[a) =) O] o
0
7 Concrete T
] Conc. [CEFEEEE, 0540-07-S0O-2
-1 | X R KX EES KX ER KX e |
1 Sandy silty clay (CL), dark brown to dark grey
- brown, firm, HC odor, trace gravel
1 2/4
2]
. cL
3
4]
7 Sand (SW), fine to coarse grained, grey to
- grey brown with grey green staining, dense,
4 moist, HC odor, ~5% gravel
5 small zones of SC (clayey silty sand) within 0540-01-SO-6
1 the SW unit from 4.2 to 11.1 ft
b 3.5/4
6 14,3
7 sw
8]
9]
B 4/4
10_- 137.4
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North Wind

Soil Boring Log: 0540-01

(Page 2 of 2)

Date :09-27-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 540 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698799.096 E 756509.040 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
= . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
[} 0 o a
(@) =) O] o
10—
. SW
11 water level at 11.06 ft
1 Sand (SW), fine to coarse grained, black, groundwater sample
- dense, saturated, HC odor, ~10% gravel 8.4 0540-01-GW
. Sw
12
- Silty clay (CL), red brown, firm, plastic, HC
1 odor
13
] CL
14 4/4
15 _ .
7 Sandy silty clay to sandy clayey silt (CL/ML),
- brown, firm, HC odor
] CL/ML
] 117.4
16
1 Total Depth 16 ft
17
18
19

N
o
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North Wind

Soil Boring Log: 0540-02

(Page 1 of 2)

Date :09-23-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 540 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698797.892 E 756519.007 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
= . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 [— ===
1 Concrete Conc  |EmEEmmeee
] Sandy silty clay (CL), red brown, firm, HC 0540-04-50-2
~] odor, trace gravel 414
l—: CL
1 Sandy silty clay (CL), dark brown, firm, HC
2] odor, trace gravel
B cL
3
1 Sandy silty clay (CL), very dark grey brown, CL
2] firm, HC odor, trace gravel
] Sand (SW), fine to coarse, grey, ~5% gravel,
1 HC odor
] 4/4
5 1 becoming grey brown at 4.7 ft
] 0540-04-SO-6
N SW
6—: 72.3
7]
-] Clayey sand (SC), ~20-30% clay, 5-10% sSC
\gravel, firm, grey brown, HC odor
g—] Sand (SW), fine to coarse grained, grey
1 brown, dense, HC odor, ~5% gravel
N SW
9 4/4
10 28.6




Soil Boring Log: 0540-02

North Wind Page 2.012)
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Date :09-23-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 540 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698797.892 E 756519.007 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
= . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
(@) =) O] o
10—
N SW
- Sand (SW), as above with trace gravel SW 17.6
] Sand (SW), fine to coarse grained, grey with
11 -] grey green staining and redbrown oxidation,
1 dense, HC odor
. Sw water level at 11.29 ft
+— . , o 19.8
12 Silty clay (CL), red brown, very firm, plastic,
1\HC odor
7] Total Depth 12 ft
13
14
15
16
17
18
19
20
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North Wind

Soil Boring Log: 0540-03

(Page 1 of 2)

Date :09-23-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 540 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698795.742 E 756829.761 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
= . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
[a) =) O] o
0 o o e
1 Concrete Conc  |EmEEmmeee
] Sandy silty clay (CL), brown to dark brown, 0540-03-50-2
] firm, HC odor, trace gravel
1
3 444
N CL
2]
3
1 Sandy silty clay (CL), very dark brown, firm, cL
1 HC odor, trace gravel
] Sandy silty clay (CL), dark grey brown, firm, W
4— HC odor, trace gravel S
1 Sand (SW), fine to coarse grained, brown
- with grey green staining moist, dense, 10 -
-4 15% gravel, HC odor, thin 3 cm layer of SP,
5 ] firm, very dark grey at 5.6 ft
3 0540-03-S0-6
6 701 3/4
N SW
7]
8]
1 Sand (SW), fine to coarse grained, very dark
1 grey, dense, trace gravel, HC odor
9 3.6/4
N SW
10_- 19.3]
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North Wind

Soil Boring Log: 0540-03

(Page 2 of 2)

Date :09-23-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 540 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698795.742 E 756829.761 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
[} 0 o a
[a) =) O] o
10—
B Sw
11
1 Sandy silty clay (CL), very firm, plastic, red water level at 11.30 ft
— brown, HC odor
] CL
12 B 38.0]
7 Total Depth 12 ft
13
14
15
16
17
18
19

N
o
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North Wind

Soil Boring Log: 0540-04

(Page 1 of 2)

Date :09-23-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 540 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698789.878 E 756505.775 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
= . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
[} 0 o a
(@) =) O] o
0 [— ===
1 Concrete Conc  |EmEEmmeee
] Sandy silty clay (CL), brown, firm, HC odor 2/5;0'04'50'2
N CL
1
1 Sandy silty clay (CL), dark brown, firm, HC
4 odor
2 CL
-] Sandy silty clay (CL), very dark grey brown,
1 firm, HC odor
3
N CL
4— Sand (SW), fine to coarse grained, grey to
1 dark grey, dense, moist, HC odor, no gravel
; sw
5 3.3/4
1 Sand (SW), fine to coarse grained, grey with
6— grey green staining, dense, dry to slightly 58.1
-4 moist, HC odor, ~5% gravel
7 sw
8]
-] Sand (SW), fine to coarse grained, dark grey, SW
-\dense, dry to slightly moist, HC odor, no gravel
g—] Sand (SW), fine to coarse grained, grey to 0540-04-SO-10
1 grey green, dense, 10-15% gravel, HC odor
. SW
] 414
] 67.8

10
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North Wind

Soil Boring Log: 0540-04

(Page 2 of 2)

Date :09-23-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 540 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698789.878 E 756505.775 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
[} 0 o a
[a) -] O o
10 - -
1 Sand (SW), fine to coarse grained, grey to
1 grey green, dense, HC odor, ~ 10-15% gravel,
T ,gravel over 5cm
h SW
11 58.2
] water level at 11.15 ft
-] Sandy silty clay (CL), dark grey brown from
1 11.4to 11.5 ft then red brown, hard, HC odor, CL
12
7 Total Depth 12 ft
13
14
15
16
17
18
19

N
o




Soil Boring Log: 0540-05

North Wind Page 1.012)
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Date :09-23-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 540 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698786.765 E 756516.541 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
= . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
[a) =) O] o
0 o o e
71 Concrete Conc. [T i0
—_— 0540-05-SO-2
] Sandy silty clay (CL), very dark grey brown,
1 firm, HC odor, trace gravel
N CL
1
-] Sandy silty clay (CL), very dark brown, firm, 414
1 HC odor, trace gravel
2]
- CL
3
1 Sand (SW), fine to coarse grained, dark grey,
2] dense, trace gravel, moist, HC odor
N SW
5 3.5/4
—: 0540-05-S0-6 (MS/MSD)
6— Sand (SW), fine to coarse grained, grey with p23.9
1 grey green staining, dense, trace gravel, dry,
- HC odor
7]
J SW
8]
9 . .
1 Sand (SW), fine to coarse grained, dark grey,
4 medium dense, no gravel, moist, HC odor SW 44
1 Sand (SW), fine to coarse grained, grey to SW }11.2
10 X
\grey green dense no gravel maist HC odaor
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North Wind

Soil Boring Log: 0540-05

(Page 2 of 2)

Date :09-23-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 540 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698786.765 E 756516.541 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
10 - -
1 Sand (SW), fine to coarse grained, grey to
1 grey green, dense, 5-10% gravel, moist to
T wet, HC odor
11_: SW
. 46
] water level at 11.39 ft
12 Sandy silty clay (CL), brown, firm, HC odor CL 70.8]
] Total Depth 12ft
13
14
15
16
17
18
19

N
o
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North Wind

Soil Boring Log: 0540-06

(Page 1 of 2)

Date :09-26-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 540 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698785.052 E 756526.334 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
(@) =) O] o
0
:Concrgte _ ] ) H:HHH
1 Note: liner and reinforcing wires encountered Siaimiaamssss
T at ~5in. ] il ko
i | X R KX EES KX ER KX e |
- | X R KX EES KX ER KX e |
- | X R KX EES KX ER KX e |
1 Conc. el 0540-06-SO-4
: | X R KX EES KX ER KX e |
| | X R KX EES KX ER KX e |
— | X R KX EES KX ER KX e |
-1 | X R KX EES KX ER KX e |
E K 3 ] £ B 2.5/4
T | X R KX EES KX ER KX e |
2 N 83 3 R R X
7 Sandy silty clay (CL), dark brown to grey
1 brown, firm, HC odor, trace gravel
3
. CL
4]
] 4/4
-1 Sand (SW), fine to coarse grained, grey
1 brown with grey green staining, gravel up to
5] 10%, moist, dense, HC odor
] red oxidation locally on gravel.
. S\
6 H44 0540-06-SO-8
7 _ _ .
1 Sand (SP), fine grained, black, dense, moist, SP
\HC odor
~] Sand (SW), fine to coarse grained, grey
- brown with grey green staining, gravel up to
g1 10%, moist, dense, HC odor
] red oxidation locally on gravel.
N SW
9]
E 87.2

=
o
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North Wind

Soil Boring Log: 0540-06

(Page 2 of 2)

Date :09-26-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 540 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698785.052 E 756526.334 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
[a) =) O] o
10—
3 4/4
h SW
11
-] Sand (SW), fine to coarse grained, black, wet, SW water level at 11.50 ft
- dense, strong HC odor
12 Sandy silty clay (CL), brown, firm, HC odor CL 1501
J Total Depth 12 ft
13
14
15
16
17
18
19

N
o
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North Wind

Soil Boring Log: 0540-07

(Page 1 of 2)

CPCPRC AOC Characterization

Date
Location

:09-27-11
: Tank 540

Method/Diameter
Drilling Equipment

: Direct Push/2.25
: Geoprobe 7822 DT

Guayama, PR Coordinates (meters) : N 698777.616 E 756503.862 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
[a) =) O] o
0
7 Concrete T
] Conc. [CEFEEEE, 0540-07-S0O-2
] : e S 0540-07-SO-2DUP
7 Sandy silty clay (CL), very dark grey brown to
1 very dark grey, firm, HC odor, trace gravel 0.8
1 0.1/4 - will offset and re-run, returns of
E concrete dust/fragments and brown
] CL/SW
. 3.8/4
2]
E CL
3
4
- Sand (SW), fine to coarse grained, grey, : aa
1 5-10% gravel, dense, HC odor, dry to 10ft ?;Img offset ~18in NE
4 then moist, saturated between 10.9 and 11.3ft 35/4
5
6—: b81.4 0540-07-SO-6
7
3 SW
8]
9]
E 809.4

=
o
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North Wind

Soil Boring Log: 0540-07

(Page 2 of 2)

Date :09-27-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 540 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698777.616 E 756503.862 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
B o
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
10—
] 4/4
. SW
11 water level at 11.60 ft
1 Sand (SW), fine to coarse grained, grey, water level at 11.04 ft after 10 minutes
-1 5-10% gravel, dense, HC odor, saturated
. SwW
12 ] B69.4 PID below top of water
7 Total Depth 12 ft
13
14
15
16
17
18
19

N
o




Soil Boring Log: 0540-08

North Wind Page 1.012)

07-03-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tank_540\0540-08.bor

Date :09-27-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 540 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698775.166 E 756514.465 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o _| Boring Disp.:
£ T g
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
[a) =) O] o
0 | X R K R K E K |
1 Concrete
] Conc. : : : : : : : : : 0540-07-SO-2
-] Sandy silty caly (CL), brown to very dark
- brown, firm, HC odor, trace gravel
1 2/4
2]
. cL
3
4]
1 Sand (SW), fine to coarse grained, grey to
— grey brown with grey green staining and red
- oxidation, dense, HC odor, ~5% gravel with
] 5-10% clay/silt content
5 0540-01-S0-6
b 3.5/4
6
. 14,
= Sw
8]
9]
B 4/4
10 137.4
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North Wind

Soil Boring Log: 0540-08

(Page 2 of 2)

Date :09-27-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 540 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698775.166 E 756514.465 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
= . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
[a) =) O] o
10—
: Sw
11 water level at 11.06 ft
] groundwater sample
_: 8.4 0540-08-GW
12-] Sandy silty gravel to sandy clayey gravel GWIGC |
1 (GW/GC), fine grained, grey to black, dense, SW
4\HC odor, fining downward from silty to clayey
-] Sand (SW), fine to coarse grained, dark grey,
1\dense, HC odor, ~5% silt and clay
13-4 Sandy silty clay (CL), red brown, firm, plastic,
1 HC odor
14 cL 4/4
15
-} Sandy silt ML), fine grained, brown, firm, M SOOI
1\moist, HC odor CL
16 Silty clay (CL), brown, firm, moist, HC odor 117.3
J Total Depth 16 ft
17
18
19

N
o
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North Wind

Soil Boring Log: 0540-09

(Page 1 of 2)

Date :09-26-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 540 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698773.033 E 756525.142 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
[a) =) O] o
0 i | X R K R K E K |
7 concrete 3 i i
- Conc. |l -1
-1 | X R KX EES KX ER KX e |
. | X R K ER K K KX |
1 Sandy silty clay (CL)< dark brown, firm, HC
1 odor 2/
3 0540-09-S0-3
2 cL
3
-] Sand (SW), fine to coarse grained, grey,
1 dense to moderately dense, HC odor, ~10%
- gravel
4
. SwW
5
3 72.6 2/4
6 , .
1 Sand (SP), fine grained, black, dense, HC odor
] SP
1 Sand (SW), fine to coarse grained, grey,
7] dense to moderately dense, HC odor, ~10%
- gravel
8]
; sw
9]
E P42 1

=
o




07-03-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tank_540\0540-09.bor

North Wind

Soil Boring Log: 0540-09

(Page 2 of 2)

Date :09-26-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 540 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698773.033 E 756525.142 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I Q
£ Soil Description N 2 = REMARKS
o Q <
[} 0 o a
[a) -] O o
10— SW
1 Sand (SP), fine grained, black, dense, HC sp
— odor, trace gravel 0540-09-SO-11
7] Sand (SW), fine to coarse grained, grey,
1 dense to moderately dense, HC odor, ~10%
11
- gravel SW
] water level at 11.23 ft
] 4/4
1 Sandy gravel (GP), fine gravel, black, dense, GP s
123 HC odor CL 1973
\Sandy silty clay (CL), brown, firm, HC odor
 Total Depth 12 ft
13
14
15
16
17
18
19

N
o
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North Wind

Soil Boring Log: 0540-10

(Page 1 of 2)

Date :02-01-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 540 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698808.613 E 756510.517 Drilling Personnel : E. Maldonado
Total Boring Depth 120 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
= . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
[a) =) O] o
0 -
] Concrete 0540-10-S0-2
B Conc. Al4
13 Sandy clay(CL), dark brown to dark grey
1 brown, firm, dry to slightly moist, HC odor
N CL
2 21.2
1 Sandy clay(CL), brown, firm, dry to slightly
4 moist, HC odor
37 cL
1 Silty sand (SM), fine grained, brown, dense, SM
4— moist, HC odor
] Clayey gravel (GC), grey brown, dense, GC
\moist, HC odor
] Sand (SW), fine to coarse grained, ~10%
] gravel, brown, dense, dry, brown, HC odor 414
5_
N SW
6 04.3
] becoming moist at 6.6 ft 0540-10-SO-6
7
1 Sand (SW), fine to coarse grained, ~10%
- gravel, grey, dense, moist, brown, HC odor
8]
. 444
7 SW
9]
. 36.0

=
o
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North Wind

Soil Boring Log: 0540-10

(Page 2 of 2)

Date :02-01-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 540 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698808.613 E 756510.517 Drilling Personnel : E. Maldonado
Total Boring Depth 120 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
(@) =) O] o
10—
11
3 SW
12
_: 4/4
13 Silty sand (SM), fine grained, grey, dense, SM
-4 moist, slight HC odor
1 Clay (CL), redbrown, trace sand, very firm, cL
1 moist, slight HC odor
] Clayey sandy silt (ML), brown, firm, moist,
14 slight HC odor ML 25.1
-1 Sandy silt (ML), grey brown, firm, moist, slight
4 odor
15—: ML
16- Sand (SP), medium grained, grey brown, 157
4 dense, moist, slight HC odor SP ' water level at 16.11 ft
-] Sand (SW), fine to coarse grained, ~15%
1 gravel, dark grey, wet, slight HC odor
17
] 3/4
18
. SW
19
] 2.3

20




07-03-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tank_540\0540-11.bor

North Wind

Soil Boring Log: 0540-11

(Page 1 of 2)

Date :02-01-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 540 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698806.847 E 756520.934 Drilling Personnel : E. Maldonado
Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
= . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 ] o o e
1 Concrete Conc. Seseees 0540-11-SO-2
- Sandy clay (CL), very dark grey,very firm, 0540-11-S0O-2DUP
 dry, HC odor 44
] CL
17
- Sandy clay (CL), dark brown,very firm, dry, cL
1 HC odor
] Sandy clay (CL), brown,very firm, dry, HC
2—] odor 23.3]
. cL
3
] Silty sand (SM), fine grained, brown, dense, SM m H H H H H H HH
4—\moist, HC odor GC TS
1 Clayey gravel (GC), grey brown, dense,
J\moist, HC odor
] Sand (SW), fine to coarse grained, ~10-15% 24
1 gravel, brown with minor grey staining,
5— dense, dry 112.3
6—: 0540-11-SO-6
= Sw
8]
_: 414
9]
1 ~5-10% gravel below 9.6 ft 41.8

=
o
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North Wind

Soil Boring Log: 0540-11

(Page 2 of 2)

Date :02-01-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 540 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698806.847 E 756520.934 Drilling Personnel : E. Maldonado
Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o _| Boring Disp.:
£ T g
£ Soil Description A % = REMARKS
[oX
[} 0 o a
[a) -] O o
10—
11
] SW
12
3 4/4
-] Clay (CL), red brown, trace sand, moist, very
- firm, no odor CcL
13-
1 Sandy silt (ML), grey brown, firm, moist, odor
- to very slight HC odor
14 9.7
1 ML
15
1 Silty sand (SM), fine grained, grey brown,
— dense, moist, slight HC odor
h SM
16 ] becoming wet at 15.8 ft 221 water level at ~15.98 ft
1 Total Depth 16 ft
17
18
19

N
o
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North Wind

Soil Boring Log: 0540-12
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Date :02-01-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 540 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698802.400 E 756494.006 Drilling Personnel : E. Maldonado
Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
[a) =) O] o
0
1 concrete
7 Conc.
7 Sandy clayey silt to sandy silty clay (ML/CL),
1 brown with some dark grey staining above 0.4/4
1— 0.9 ft, firm, moist, slight HCodor 2/2 (hand auger hole)
2] 10.9 0540-12-S0-2
N ML/CL
3
43 Sandy clayey silt (ML), firm, moist, brown with
1 minor grey staining, HC odor ML
- Sand (SW), fine to coarse grained, ~10%
1 gravel, brown to grey brown, loose, dry,
{ slight HCodor 2/4
5
6 25.2
7
N SW
8]
3 3.5/4
9]
7 becoming moist at 9.4 ft
. 65.7
10—
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North Wind

Soil Boring Log: 0540-12

(Page 2 of 2)

Date :02-01-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 540 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698802.400 E 756494.006 Drilling Personnel : E. Maldonado
Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
[a) =) O] o
10—
b sw
113 Sand (SW), fine to coarse grained, grey,
- loose, moist, slight HCodor
1 SwW
12
. 4/4
13— Clay (CL), red brown, very firm, moist, slight
1 HC odor
. CL
14 74.7
1 Sandy silty clay to sandy clayey silt (CL/ML),
— brown, firm, moist, HC odor
1 ML
15 0540-12-SO-15
. water level ~15.6 ft
1 Silty sand (SM), brown, dense, wet, slight HC
4 odor SM
16 B 71.8]
1 Total Depth 16 ft
17
18
19

N
o
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North Wind

Soil Boring Log: 0540-13
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Date :02-01-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 540 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698780.194 E 756598.163 Drilling Personnel : E. Maldonado
Total Boring Depth 120 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© - L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
[} 0 o a
[a) =) O] o
0
1 Concrete
] Sandy silty clay to sandy clayey silt (CL/ML), 0.5/4 off set and redril
- black, soft, moist, HC odor 0.2/a
l—_ 1/4
7] trace gravel below ~1.3ft.
2 67.3 0540-13-50-2
. ML/CL
3
4]
1 Sand (SW), fine to coarse grained, ~15%
— gravel, brown to grey brown, loose, dry,
{ slight HC odor
] 2.5/4
5
6 02.
= Sw
8]
3 444
9]
E 48.7

=
o
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North Wind

Soil Boring Log: 0540-13

(Page 2 of 2)

Date :02-01-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 540 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698780.194 E 756598.163 Drilling Personnel : E. Maldonado
Total Boring Depth 120 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I Q
£ Soil Description N 2 = REMARKS
o Q <
[} 0 o a
[a) -] O o
10—
1 SW
11
1 Sandy silt (ML), red brown, firm, moist, strong
12— HC odor
1 ML
h 0/4 off set and redrill
3 0.1/4
7 Sandy clayey silt (ML), red brown, firm, moist, 414
13_: strong HC odor
1 ML
14 88s.
15— Silty sand (SM), fine grained, red brown,
- dense, moist, strong HC odor
1 SM
16- Silty clay (CL), red brown, firm, moist, HC odor
] CL 5000 0540-13-SO-16
. water level at ~16.10 ft
1 Sand (SW), fine to coarse grained, ~10%
1 gravel, dark grey, loose, wet, HC odor
17+ B31.1 4/4
18 S
19
1 Clay (CL), red brown, very firm, moist, slight
J HC odor CL 3 4
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